- 4V100/4V200 Series Solenoid Valve — 4\V200/4V300 Series Solenoid Valve
How to order? @)

Fluid Supply

Fluid Supply 4 - 2 -- 10 -- o8 -- B -- AC220v  -- woo--

Series Coda Vala Body Seres Cail & Pasition Port Size Connect Typa & |nitial Stata Voltage Type of Cod Mamfnld

4V: 5 Port, 200Saries 10: 0B 1/8" Blank: Connact Tube DC1 D24V Blank: Din Coil . 1F-2

2 or 3 Position Single coil & 2 Posiion  0B:1/4" B: 5 Port.2 Posstion Numar Valva  AC24V  S0Hz50Hz  LD:Brown Din Coil w.:h L.gm

Solenoid Valve 20: ] 5 Port,3 Position Numar Valve  AC110V 50Hz0Hz LD1: While Din Coil with Light

4A: 5 Por, Double coil & 2 Posttion MNE:Mormal Close AC220V S50HzG60Hz W Flying Leads Coil

2 or 3 Position 30C: i ) NO:Nommal Open AC380V 50Hz/60Hz

Air Control Valve Double coil & 3 Position,

3V: 3 Por, Canter Close.

2 Pasition 30E:

Solencud Valve Double coil & 3 Position,

A: 3 Parl, 2 Position Canter Exhaust.

Alr ‘Gontrol Valve 30P:
Doubla coil & 3 Position,
Canter Pressuna.

How to order?

4y 2 1 8 10 s 08 = B s AC220V s faae: -F P ¥
‘ | | | ‘ Specifications
4V210-06 | 4v220-06 |4V2300-06] 4V230E-06] 4V230P-06] 4v210-08 | 4v220-08 |4V230C-08] 4V230E-06]4V230P-06
Madel
fﬁ_rigspcﬁde Uﬁé‘@a Body Saries %Ji_l & Position Fort ..E'Eliﬂ A anaﬂe%ll Type & Intel State Voltage T kpg_f‘.n% . y;ng‘rfgle ore 4A210-06 | 4A220-06 |4AZ30C-06]4AZ30E-06] 4A230P-06] 4A210-08 | 4A220-08 [4A230C-08] 4A230E-DB[4AZ30P-08
2o 3%5.‘;@ THmee Singlecoi & 2Posion  OBi1/e" B asil;cn:%ao%b;n Eumar Vave ACZAV SDiizGotz tﬁ%’"ﬁ“ﬁ%-@;ﬁ& : Position & Port 2 Position & 5 Port 3 Position &5 Port 2 Position & 5 Port 3 Position & 5 Port
olenoid Valve 5 o, silion Mumar Valve  ACT10V S0H260H. 2 e Lm Lol wil i = = = =
gﬁ,%?u’;im 3'335"."9 ool Brsiion H%iﬁg”n’."gll %’“gﬁ ﬂg%%ﬁ gmzﬁgg; W Fiying Leads Coi Sectional Area 14mm {CV=0.78) 12mm (CV=0.67) 18mm*{CV=0.89) 12mm {CV=0.67)
Air Control Valve gﬁu‘iﬁla coil & 3 Position, S P b 3 Model 3V210-06 | 3V220-06 | 3A210-06 | 3A220-06 | 3V210-08 | 3V220-08 | 3A210-08 | 3A220-08
gy o, Derter Cinte, Position & Port 2 Position & 3 Port
Dolongit Ve goble ol 3 Foskion, Sectional Area 14mm’[CV=0.78] 16mm°( CV=0.89)
ahg o ST ostbon Lehier Extisust Port Size In=Out=Exhaust=G1/8" In=0ut=G1/4" Exhaust=G1/8"
Double coil & 3 Positian, Working Medium Clean Air{After 40um Filteration)
Canter Pressura. T)rpe E]f Acting Pilot Tﬂ}B
Working Pressure 0.15-0.8MPa
Guaranteed Pressure 1.2MPa
Working Temperature 5-500
i ; Voltage Fluctuaticn Range + 10%
Specifications Power Consumption AC:55VA _ DC:4.8W
el 4VT10-M5 [4120-M5 |4V 130C-NGAV130E M54V 130P-M8] 4V110-06 | 4V120-06 [4V130C-06[4V130E-06[4V130P-06 i e e plpan i
AA110-M5 [4A120-M5 4A130C-MSAA130E-MEAATI30P-MS 4A110-06 [ 4A120-06 |4A130C-06]4A130E-06/4A130P-06 NI A St atE Tife ¥ 05 Becond
Position & Port 2 Position & 5 Port 3 Position & 5 Port 2 Position & 5 Port 3 Position & 5 Port -
Sectional Area 10mm’(CV=0.586) Tmm {CV=0.40) 12mm"(CV=0.67) Imm {CV=0.5)
Model 3V110-M5 | 3V120-M5 | 3A110-M5 | 3A120-M5 | 3V110-06 | 3V120-06 | 3A110-06 | 3A120-06 .
Position & Port 2 Position & 3 Port 4V300 Series
Sectional Area 10mim (CV=0.56) 12mm°( CV=0.67)
Port Size In=0ut=Exhaust=M5 x 0.8 In=0ut=Exhaust=G1/8"
Working Medium Clean Air(After 40um Filteration) e
Type of Acting Pilot Type
Working Pressure 0.15~0.8MPa
Guaranteed Pressure 1.2MPa
Working Temperature 5-50T
Voltage Fluctuation Hange + 10%
Power Consumpfion AC:2.8VA _ DC:2.BW
Insulation Protective Class F Class.IP65
Max. Acting Frequency 5 Cycles/Second
[ Minimum Acfivate Time 0.05 Second

How to order?

4200 Series

4 - 3 -~ 10 - 10 -- B -- Ac22ov - W - [F

Series Coda Valve Body Series Cail & Position Fnrl Slzs Caonnect Type & Imllaj Stata W"aﬁﬂ; EIirpe Manifold
40 5 Parl, ADSeries 10: Blank: Connect DC DC24V k: Din 1F-20F

2 or 3 Position Singba coil & 2 Poisiton ID 3-3 B: 5 Port,2 Fosutmn Mumar Vahwa  AC24Y  50H2/60Hz LD:Brown I:nn C-ml with Light
Solenoid Valve 20 ) ) 5 Port,3 Position Numar Valve ,a.cﬁw 50Hgsuuz LD White Din Coil with Cight
44: 5 Por, Double coil & 2 Paisiton MC:Normal Close AGI2) Hz/E0Hz W: Flying Leads Call

2 or 3 Position 30C: : MO:Marmal Open AG&&D\I’ SOHL.fEIJer

Air Control Valve Daoubda coil & 3 Poisitan,

3V 3 Port, CanLar Closa.

2 Pasition 30E:

Snlenmd Valve Doubla coil & 3 Poisilon,

Part, 2 Position Canter Exhaust.

Alr ‘Control Valve 30P:
Doubla coil & 3 Poisfon,
Canter Prassure.
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| 4v300/4Vv400 Series Solenoid Valve | Manifold & 3V1 Series Solenoid Valve

Fluid Supply
Specifications Model av410-15 3V420-15 I 3A410-15 3A420-15
Position & Port i 2 Position & 3 Port
Model 4V310-08 | 4V320-08 [4V330C-08[4V330E-08|4Va30P-08]| 4V310-10 | 4v320-10 [4V330C-10|4V330E-10[4V330P-10)| Sectional Area 50mm°(CV=2.79)
4A310-08 | 4A320-08 [4A330C-0B[4AZ30E-08 [4A330P-08 | 4A310-10 | 4A350-10 |4A330C—10]4A330E-10[4A330P-10 Port Size In=0ut=Exhaust=G1/2"
Position & Port 2 Position & 5 Port 3 Position & 5 Port 2 Position & 5 Port 3 Position & 5 Port Working Medium Clean Air{After 40um Filteration]
Sectional Area 26mm (CV=1.40) 1Bmm (CV=1.00) 30mm (CV=1.68) 1Bmm°(CV=1.00) Type of Acting Pilot Type
Working Pressure 0.15-0.8MFa

Model 3V310-08 | 3V320-08 | 3A310-08 | 3A320-08 | 3V310-10 | 3V320-10 | 3A310-10 | 3A320-10 Guaranteed Pressure 1.2MPa
Position & Port 2 Position & 3 Port Working Temperafure 5.50T
Sectional Area 25mm’(CV=1.40) 30mm°(CV=1.68) Voltage Fluctuation Range + 10%
Port Size In=Cut=Exhaust=G1/4" | In=0ut=G3/8" Exhaust=G1/4" Power Consumption AC:55VA DC:4.BW
Working Medium Clean Air{Arter 40um Filteration) Insulation Protective Class F Class.IPBS

ype. Filot Type Max. Acting Frequency 5 Cycles / Second
Warking Pressure 0.15~0.8MPa Minimum Activate Time 0.05 Second
Guaranteed Pressure 1.2MPa

orking Iemperature 5-500
Voﬂage Fluctuation Range + 10%

ower Lonsumption AC:5.5VA  DC:4.8W = ; 3
Insulation Protective Class F Class P65 4V100-400 Series Manifold

ax. Acting Frequency 5 Cycles [ Second P
Minimum Activate Time 0.05 Second =

4V400 Series

How to order?

How to order?

100M -- 200M -- B

Series Code ; Joint Base Number Series Code : Blind Plate Code
100M:Base for 100 Series Use 100M:1~20F 100M:For 100 Series Use B:Blind Plate For Base
av . 4 - 10  -- 15 - B . AC220V . w --[F 200M:Base for 200 Series Use 200M:1~20F 200M:For 200 Series Use C:Gasket For Seal
300M:Base for 300 Series Use 300M:1-20F 3DOM For 300 Series Use O:Bolt
‘ ‘ 400M:Base for 400 Series Use A00M:1--20F M:For 400 Series Use
Series Code Valve Body Serles Cail & Position Port Size  Connect Type & Initial State Valt ﬁcﬂ Coil Manifiold
3r3 Boeiion 0USoMeE ShpecolazPoiston 0 B8 Bon® boslon Numar Vae AGZAY  OHASOHz LD ioan D6 Col win (it : -
3 OSItiGn 1y col [l n 1l Il r rd
Sclencid Valve 2 5 Porl,3 Position Numar Valve  AG110V 50Hz/60Hz LO1: White Din Coil wih Light 3V1 Series Solenocid Valve
Daubla coil & 2 Poisiton NC:Marmal Closa ACZ220V 50Hz/B0Hz W Flying Leads Col

2 ar 3 F'aslhon 30C: ] . MO:-Normmal Opan AC3B0V 50Hz/G0Hz

Air Contral Vaha Double coil & 3 Paisiton, e

3V 3 Port, C-anler Closa. .

2 Position b

Salancid Valve Duubia coil & 3 Paisitan,

34 3 Port, 2 Pasition Canber Exhaust.

Air Gantrol Vatve 3o

Dﬁubia coil & 3 Paoisiton,
Cantar Prassure.

Specifications How to order?

Model AV410-15 AVA20-15 AV430C-15 | 4V43DE-15 [ 4V430P-15 ]

i 4A410-15 4A420-15 4A430C15 | 4A430E-15 [ 4A430P-15 ] 3v = 1 o 06 =3 B AC220V 5 W
Position & Port 2 Position & 5 Port ] 3 Position & 5 Port I |
Sectional Area 50mm’(CV=2.79) | 30mm’[CV=1.68) 1

Series Code  Port Size

Specification Connecting Type \E;?:I%a e o Erp kob ?oil :
Code 1:100 Series M5:M5 =< 0.8 Blank: Pipe Connecetion Type DC. ank: Din Coi
SV:TW'O'—POSiﬁOn Thl’Eﬁ*W&y 06:1/8" B: Plate Connection T‘_J]:lE AC24V  50Hz/60Hz LD:Brown Din Coil with nghl

AC110V 50Hz/60Hz LDA: Whnte Din Coil with Light
AC220V A

Solenoid Valve 50H2/60 W: Flying Leads Caoil
AC380V 50Hz/60Hz

i &
]
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| 3wv1/2V Series Solenoid Valve || s Series Solenoid Valve

Q

. y Fluid Supply
Specifications
Model 3V1-M5 | avi-06
Working Medium 40 Micron Filtered Air
Motion Pattern Direct Drive Type
Port Size M5 | 1/8”
Ambient Temperature _10-+80TC
Gas Temperature 5-50T
Air Qutlet Diameter 1.0mm
Lubrication Not Necessary
Working-pressure 0-0.8Mpa
Max. Pressure Hesistance 1.2MPa
Power Consumption AC:5.5VA  DC:4.8W
Protect Class - IP65 B
Power Conneclion Form Flying Leads & DIN Coil
Material of Body Aluminum Alloy
Highest Acticn Frequency 10Cycles/Sec
Insulation F Class
Voltage Range +10%
Shortest Excitation Time 0.05 Second
2V Series Solenoid Valve
How to order?
2v £ 025 = 06 2 AC220V
Specification Code Aperture of Flow Rate Port Size Standard Voltage
2V:Two-position Two-way  0.25:2.5mm 0B:1/8" 08:1/4" EE&EE E%SEQH
Solenoid Valve 250:25mm 10:38"  15:1/2" AT o EORIE
20:3/4" 254" AC220V 50H2/60Hz
AC380V 50HzB0Hz
Specifications
Model 2V025-086 | 2V025-08 | 2V250-20 | 2V250-25
Working Medium Air, Water, Oil
Mation Pattern Direct Drive Type | Guide Type
Type Mormal Close Type
Aperture of Flow Rate (mm) 2.5 25
CV Value 0.23 23
Port Size G1/8" | G1/4” Ga” | Gi"°
Operation Fluid Viscosity Below 20 CST
Woarking Pressure 0~1.0MPa 0.05-0.7MPa
Max. Pressure Resistance 1.5MPa 1.05MPa
Operaling Temperature Hange —10-+80TC
Voltage Fluctuation Range +10%
Protect Class IPG5
Power Consumpfion AC:7VA/60Hz, SVA/50Hz DC:8W
Insulation Class F Class
Material of Body Aluminum Alloy Brass
Material of Oil Seal NBR or VITON NEBR
Shortest Excitation Time 0.05 Second

S Series Solenoid Valve

How to order?

S pape

S: According to
SMC VF Series

Order example:

S5:5port 2:2 position  2:1/4"valve body

1:Single Control

3:3 position  3:3/8"valve body 2:Double Control

E2

Voltage

--08

Thread Size

E1:AC110V 06:1/8"
E2:AC220V D8:1/4"

E4:DC24V
ES:DC12V

10:3/8°

5 series,5 Port,2 position, 1/4"body, single control with flying leads AC220V,1/4"thread size Model:S5221E2-08F
*5 series.5 Port,2 position, 3/8"body double control, 3/8"thread size, air control Model:55232-10A

Model:

55221-06F
S5221-08F
55231-08F
55231-10F

Model:

S5221-06DL
S5221-080L
S55231-080L
S5231-100L

Model:

85222-06D
S55222-08D
85232-08D
85232-10D

Model:

S5322-06FC/55322-08FC
55322-06FE/S5322-08FE
S5322-06FP/S5322-08EP
S5332-08FC/55332-10FC
55332-08FE/S5332-10FE
S5332-08FP/S5332-10FP

©

Fluid Supply

AcAlr control

F:Flying leads

D:DIN connector

DL:DIN connector with LED
C:Center Close

P:Center Pressure
E:Center Exhaust

Model:

55221-06D
S5221-08D
55231-08D
55231-10D

Model:

S5222-06F
S5222-08F
S5232-08F
S5232-10F

Model:

85222-06DL
S5222-080L
55232-080L
85232-10DL

Model:

S§5322-06DC/S5322-08DC
85322-06DE/55322-08DE
S§5322-06DP/55322-08DP
85332-08DC/55332-10DC
85332-08DE/S5332-10DE
S§5332-08DP/55332-10DP




b b 4

| HandPush/Foot Valve

Model: Model: @

Hand Pull Valve @
85322-06DLC/S5322-08DLE S5221-06A Rty

S Series Valve & Mechanical Valve

Fluid Suppl
S6325_06DLE/SE322-080LE S5291-0BA Working Pressure 0-8 Bar  Working Temperature:-5-80T =
85322-06DLP/S5322-08DLP 55231-08A
85332-080LC/55332-10DLC S5231-10A Maodel: Maodel:
85332-080LE/S5332-10DLE ] S ot e
L321-06 1/8" L521-06 1/8"
RAE-00DL PiSba-100L B [322-08 174" [552-08 1/4"
L323-10 3/8" L523-10 3/8"
L324~15 1/2" L524-15 1"
Type:3/2 Type:5/2
L
Model: ',
55222-06A
85222-08A
55232-08A
S5232-10A Hand Push Valve
Working Pressure 0-8 Bar  Working Temperature:-5-80T
Model: Model: Model:
; H321-06 1/8" H521-06 1/8" H521-068 1/8*
M221 Series H322-08 1/4" H522-08 1/4" H522-088 1/4°
H323-10 3/8" H523-10 3/8" H523-108 3/8°
Type:2/2 Port Size:1/8" Working Pressure:0-8Bar Working Temperature:-5~80T H324-151/2" H524-151/2" H524-158 1/2*
Type:3/2 Type:5/2 Type:5/2 Spring
returm
M} Model: Model:

AMOV-01

AMOV-03 AMOV-04

M322 Series

Type:3/2 Port Size:1/4" Working Pressure:0-8Bar Working Temperature:-5-80T

AM322-TB AM322-EB AM322-PPL AM322-PP AM322-PB
M522 Series

Type:5/2 Port Size:1/4" Working Pressure: 0-8 Bar  Working Temperature:-5-80C

AMB22-EB AMS522-PPL AM5Z22-PP AMS22-PBE

Foot Valve

H531-06CS 1/8°

H532-08C5 1/4°
H533-10CS 3/8°
H534-15C5 1/2°
Type:5/3 Centre
close spring returm

H531-06C 1/8"

H532-08C 1/4"
H533-10C 3/8"
H534-15C 1/2"
Type:5/3 Centre
close hand push valve

Port size:1/4* Working pressure: 0-8 bar  Working temperature:-5-80T

Model:

FA322-08
Type:3/2

Model:

Type:3/2

Model:

Type:5/2
ith Lock
and Cover

FA322-08N

FAS22C-08L

Model:

FA422-08
Type:5/2

Model:

FA522-08
Type:5/2

Model:

Type:5/2
’.':“i h Lock

Model:

$A5225’(E2-—98
v&d' e

ith Cover

FA522-08L



- Rotary Valve/Shuttle/Quick Exhaust/One Way/Slide/Flow Control Valve

Rotary Valve @

Fluid Supply
Type :4/3 Working pressure: 0-8 bar  Working temperature:-5~80T
Model: Model:
AM432-08 AU432-08
174" 174"
Model: Model:
RV432-08 1/4" CRV432-08 1/4"
RV432-10 3/8" CRV432-10 3/8°
RvV432-151/2" CRV432-151/2"
Shuttle Valve Quick Exhaust Valve Slide Valve
Working Pressure:1.5-10Bar  Working Temperature:-5~60T
Model: Model: Model:
ASV-061/8" KKP-06 1/8" YHS-06F/M 1/8"
ASV-081/4" KKP-08 1/4" YHS-08F/M 1/4"
ASV-10 3/8" KKP-10 3/8" YHS-10F/M 3/8"
ASV-15 1/2" KKP-151/2" YHS-15F/M 1./2"
ASV-20 3/4" KKP-20 3/4" YHS-20F/M 3/4"
ASV-251" KKP-251" YHS-25F/M 1"
One way Valve
Model: Model:
KA-06 1/8" KAM-06 1/8"
KA-08 1/4" KAM-08 1/4"
KA-103/8" KAM=10 3/8"
KA=-15 34" KAM-=15 34"
KA=-20 3/4" KAM=20 3/4"
KA-251" KAM-=251"
Flow Control Vavle
Working Pressure 0-8 Bar Working Temperature:-5~80T
Model:
BRE-01 1./8"
BRE-02 1/4"
BRE-03 3/8"

BRE-04 1/2°
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